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This manual is an important document and as such should remain
with the vehicle. It is a Health and Safety requirement that the
driver can refer to the document to establish the SWL etc. Before
operating this transporter you must be trained in its operation and
be fully conversant with the controls. Misuse could cause injury to
the operator and serious damage to the vehicle.
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GENERAL SAFETY

VOYAGER 2 EXTRA FEATURES (CAR 6 FLIP OVER INFILLS)

WARNING: These safety precautions are important. You must also refer to the
chassis/cab manufacturers operating instructions and maintenance instructions
together with the Transporter recommendations. You must always abide by the
laws and regulations of the country in which you operate.

•

You must fully understand all controls for operating this vehicle before use.

•

You must obey all warning/cautionary and safety labels on this vehicle and replace
any that are missing or damaged.

•

Carry out routine servicing as specified by Transporter and the manufacturer of
the chassis/cab.

•

Always know the height of your transporter by measuring the load before
departure, adjust the height indicator in the cab accordingly.

•

Transporter recommends four straps per vehicle.

•

Beware of overhead obstructions: bridges, trees, cables etc.

•

Make sure all loose equipment is secured safely.

•

Stand the vehicle on firm level ground when operating, lifting or jacking. Apply the
parking brake and chock wheels.

•

Do not exceed the lifting capacities of the decks.

•

It is important that the vehicle is operated within the C & U regulations and axle,
GVW and GTW are not exceeded.

•

Do not make adjustments that you do not understand.

•

Do not move decks whilst on the transporter. Never go under an un-supported
deck.

•

Other persons must be kept at a safe distance while the vehicle or its equipment is
in operation.

•

Check that the decks are not contaminated with oil or grease and straps are
stored in a manner that will not interfere with the safety of personnel working on
the deck.
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Before loading the bottom deck kick up deck (Car 6), fold over the inner flap to gain access to the smaller wheel well. If required, fold over the bar also to increase the size of
the wheel well for cars with larger sized wheels. Once in position, secure the vehicle to
the transporter.
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GENERAL SAFETY

VOYAGER 2 EXTRA FEATURES (CAR 3 REMOVABLE PANS)

OPERATION AND SAFETY SIGNS

•

Operation signs are located next to all the controls.

•

Warning signs are a reminder to be alert to potential dangers in the area shown
with a risk of injury or death.

•

Caution signs are a reminder to be alert to the potential dangers in the area shown
which may cause product or surrounding area damage.

•

Any sign that becomes lost, defaced or unreadable should be replaced at once.

•

Ensure that you read and understand all signs displayed on the vehicle.

Position the removable infill pans to suit the length of car and maximise the drop through of
the front wheels. Drive the vehicle into position and secure the vehicle to the transporter.

The removable infill pans can be stored on the side of the top deck when not in use.
DAILY SAFETY CHECKS
A daily visual inspection should be carried out on the following items:
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•

All routine driver safety checks as set out in the Guide to Maintaining
Roadworthiness should be performed to rigid unit and trailer. In addition the
following items must be checked:

•

Security of front ladder if fitted.

•

Safety hand rails are all secure, complete and wire ropes are tensioned and not
defective.

•

Securing straps and bollards are working correctly, with no cuts to straps or
springs missing on bollards.

•

Make sure straps are stowed securely and clear of all moving parts.

•

Visually inspect rigid coupling and connecting pipes and suzie cables for defects.

•

Always check the coupling lock indicator is fully seated before starting to travel
(see uncoupling section).
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DECK MAXIMUM LOAD AND LOAD SECURITY

VOYAGER 2 EXTRA FEATURES (TOP DECK DROP RAMP)

The following sets out the maximum applied load for each deck and load security:
Top deck complete 8,500kgs
Each lower deck should not exceed 2,800kgs

•

All imposed loads should be uniformly distributed.

•

All loads carried must be fully and properly secured in accordance with your company
loading instructions. Never move the Transporter unless every loaded vehicle is fully
and properly secured.

•

The above criteria applies subject to the Transporter and all its equipment being
correctly maintained.

•

If you are in any doubt, never operate a deck or move a Transporter without first
contacting your manager.

CARE OF BODY & PAINTWORK
The use of cold water at normal tap pressure is recommended for the first three months,
after which time hot wash at temperatures below 60 degrees centigrade and spraying no
closer than 300mm from the surface is permissible with care.

Reverse car 2 up to the flaps and secure the vehicle
to the transporter. Upon final trimming of the decks,
the deck can be lowered to help reduce the overall
running height of the trailer.

Any damage to the painted surfaces, e.g. dents, scratches, should be treated and repainted
as soon as possible to prevent any further degradation of the bodywork.
Always ensure lubrication points, slides etc are adequately greased after the use of high
pressure or steam cleaners. Never pressure wash lifting chains.

The above picture shows car 2 in the lowered position.
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ENGAGING AND DISENGAGING THE HYDRAULICS (PTO)

LOADING THE TRANSPORTER (FINAL VEHICLE)

For artic units fitted with a wet kit PTO (power take-off), the following procedure sets out the
operation of the PTO:

Drive the last vehicle onto the transporter. Place a wheel chock in front of either the front or
rear wheels and secure the vehicle to the transporter.

•

Make sure that the air is at full pressure.

•

For manual gearbox vehicles, press the clutch pedal down keeping it disengaged.

•

Engage the PTO using the switch in the cab.

•

For manual gearbox vehicles, slowly re-engage the clutch.

•

To disengage the PTO, for manual gearbox vehicles, press down the clutch pedal
keeping it disengaged.

•

Switch off the PTO

ENGAGING AND DISENGAGING THE ELECTRIC POWER PACK
For Voyager semi-trailers fitted with the electric power pack, artic units must be fitted with a
350A Anderson connector and use the appropriately sized battery starter cable:

•

With the ignition off, plug the Anderson lead into the connector on the N/S/F of the
trailer.

•

Start the vehicle and make sure that the
air is at full pressure.

•

Switch the electric motors on using the
switch located on the right hand side
below the hydraulic levers.

•

The electric motors will automatically
shutdown after approximately 90 seconds or the emergency stop switch on
the right hand side of the hydraulic valve
frame can be used. (Remember to reset
the
emergency stop switch by twisting the knob after use)

Return the manual loading ramps into the stowage and fully retract both O/S and N/S
hydraulic loading ramps. Check both ramps are fully closed and are locking the manual
ramps into the stowage ramps.

Emergency stop switch

Lower the swan neck flap and the rear kick up ramp, then lower the front and rear of the
top deck.

Electric power pack start switch

Check the overall height of the vehicle and that all vehicles and equipment are secure.
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Anderson lead connector plug
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HYDRAULIC VALVE CONTROLS

LOADING THE TRANSPORTER (KICK UP)

A hydraulic control valve bank is fitted to the nearside of the vehicle.
The levers are colour coordinated and have a corresponding air lock button where
necessary.

•

Top Deck: Red levers with corresponding air lock buttons.

•

Swan Neck Flap: Blue lever, no air lock.

•

Kick Up Front: Yellow lever, no air lock.

•

Kick Up Prop: Short blue lever, no air lock.

•

Kick Up Rear: Yellow lever with corresponding air lock button.

•

Loading Ramps: Black lever, no air lock.

Lower the kick up prop and the front kick up ramp, then raise the rear kick up to a height
which allows the loading of the last car.

An extra lever is found on the Voyager 2 hydraulic
control bank for the operation of the top deck car 2
drop ramp.

•

Top Deck Drop Ramp: Green lever, no air lock.
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Before loading the last car, fold out the wheel stop.
NOTE: When unloading the transporter, remember to fold the wheel stops back over to
the stowed position.
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OPERATING AND LIFTING DECKS

LOADING THE TRANSPORTER (KICK UP)

IMPORTANT! All personnel must be clear of the vehicle before operating any controls.
Always check that the control levers return to neutral when released.
LIFTING DECKS:

•

Pull the relevant control handle towards you from its neutral position. The deck
should now rise as a handle is held in this position.

•

When the deck is at the required height, return the lever to the neutral position and
where present lower the deck onto the locking rack.

Where present the deck must always be supported by the locking rack,
NEVER by the chain or hydraulic cylinders.
LOWERING DECKS:
Load the vehicle onto the front kick up ramp and secure the vehicle to the transporter.

•

Push the relevant control handle away from you from its neutral position. The deck
should now lower as the handle is held in this position.

•

When the deck is at the required height, return the lever to the neutral position.

LOWERING DECKS (WITH LOCKING RACKS):

•

Pull the relevant control handle towards you from its neutral position, so that the deck
lifts enough to release the locking pawls on both sides.

•

Press in and hold the relevant locking release air button.

•

Push the control handle away from you whilst keeping the air button de-pressed, the
deck will now lower.

•

When the deck has reached its required level, return the lever to neutral position.

•

Release the air button to re-engage the deck locks.

•

Further lower the deck so that the pawl is supported by the locking rack.

Reverse the vehicle onto the rear kick up ramp and secure the vehicle to the transporter.
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LOADING LIGHTS

LOADING THE TRANSPORTER (SWAN NECK & KICK UP)

Loading lights are standard fitting on Transporter car
transporters; these lights are operated from the switch
on the valve bank.
Side lights must be switched on for lights to work.
Fuses for the Loading Lights are located in the
vehicle cab fuse box compartment.

HAND RAILS
The Transporter has been fitted with a hand rail system that meets Health and Safety
Regulations at the time of manufacture, compliance with any retrospective change in the
legislation after the vehicle has entered service is the responsibility of the operator.
The system must be maintained and defected if:

Load the vehicle onto the swan neck fifth wheel deck and secure the vehicle to
the transporter.

•

Posts are missing.

•

Posts have been damaged, distorted or corroded.

•

Ropes are not tensioned, frayed or broken.

•

Any defects to the hand rail system are present.

•

It is the drivers own interests to include the hand rail system in the daily walk round
checks.

HAND PUMP
In the event of a loss of hydraulic pressure i.e.
engine, PTO or electric power pack failure, a
hand pump is fitted to the nearside of the trailer
to enable the decks to be moved and vehicles
off loaded. The trailer must have sufficient air
in the system to operate the air locks.
To operate:
Place the supplied handle into the hand
pump .The control lever for the deck you wish
to operate must be held in the raised
position whilst the pump is operated. In the case of off loading, lift the deck
sufficiently to allow the locking pawl to release before lowering the deck.
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Raise the swan neck flap to the maximum and lower the front kick up to be level with the
top of the chassis frame.
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LOADING THE TRANSPORTER (SWAN NECK & KICK UP)

WABCO SMART BOARD DRIVER
User instructions for
semi-trailers fitted with the
WABCO Smart Board

Fully raise the kick up prop and the front kick up ramp.

Adjust the height of the swan neck flap to level up with the front of the kick up ramp.
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LOADING THE TRANSPORTER (LOADING RAMPS)

Fully extend both O/S and N/S hydraulic loading ramps. Unlock the manual ramps by folding
over the locking bar.

Fully extend the manual loading ramps by lifting and pulling the ramp with the orange
strap. Once fully extended, lock the ramp in place with the locking bar.

12

LOADING THE TRANSPORTER (TOP DECK)

Fully raise the top deck by lifting the rear of the top deck first and then the front and rear in
equal amounts.

Failure to lift the top deck rear first from when the top deck is in the loading position
could cause damage to the transporter.
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LOADING THE TRANSPORTER (TOP DECK)

Fully lower the ‘Prop’ deck and the rear kick-up deck. Ensure the wheel stops on the rear
kick-up are folded towards the loading ramps. The top deck can then be lowered onto the
rear kick deck as pictured above. Release the top deck wheel stop locks and lower the
wheel stops so that they lay flat ready for loading on the first car.

Load the top deck and secure the vehicles to the deck. Refer to your own company
tie-down policy for securing the vehicles to the transporter.
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LOADING THE TRANSPORTER (TOP DECK FRONT FLAP)

Position the front of the top deck onto the support pins located on the front pillars

The top deck front ramp can be set at two different angles. The picture above shows the
ramp spring loaded pins set to give the minimum drop angle. To adjust the drop angle to
the maximum, support the top deck on the pins housed on the front pillar and pull the
spring loaded pins back and lock the handles behind the lock pins. When raising the top
deck, the top deck front flap will now sit onto the crossmember. This is a particularly good
option when loading 4x4’s and SUV’s in the car 1 position.
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